SECONDARY CLARIFIER 4

TYPICAL SECTION

NO SCALE

GENERAL NOTES:
1. INSTALLATION OF CLARIFIER EQUIPMENT SHOWN IS APPROXIMATE ONLY. CONTRACTOR SHALL FIELD VERIFY ALL DIMENSIONS PRIOR TO COMMENCING WORK.
2. SEE DRAWING 540-M-01 AND 540-M-03 FOR PROPER ORIENTATION OF GAS PIPING.
3. ORGAN PIPES SHOWN STAGGERED FOR ILLUSTRATION PURPOSES ONLY. NOT TO SCALE.
4. ORGAN PIPES ARE IDENTIFIED AS FOLLOWS: OR-1 THROUGH OR-4 WITH THE INNERMOST PIPES (2 TYPICAL) BEING OR-1 AND THE OUTERMOST BEING OR-4.
5. A TOTAL OF FOUR PLAN/BOB VALVES SHALL BE PROVIDED.

KEY NOTES:
1. TELESCOPING VALVES SHALL BE REMOVED.
2. INNERMOST PIPES ON BOTH SIDES WILL BE DEMOLISHED AND REPLACED WITH 4-INCH PVC PIPE.
3. OUTERMOST PIPES ON BOTH SIDES WILL BE DEMOLISHED AND REPLACED WITH 8-INCH PVC PIPE.
4. DETAIL OF SLUDGE EFFLUENT BOX SECTION A/540-M-04.

RECORD DRAWINGS
THIS RECORD DRAWING IS PREPARED USING INFORMATION REPORTED TO ORCHESTRATE ENGINEERING AND CONTRACTOR BY THE ENGINEER. THE CONTRACTOR SHALL VERIFY ALL DIMENSIONS PRIOR TO COMMENCING WORK. THE INFORMATION SHOWN IS NOT CONSTRUCTIVELY BUILT OR DEEMED TO BE AN ACCURATE REPRESENTATION OF ACTUAL CONDITIONS.


THESE ARE NO RECORD CHANGES MADE TO THIS DRAWING. THIS IS BASED ON THE DRAWING DESIGNATED BY THE ENGINEER AND CONSTRUCTION MANAGER AND CONFIRMED BY THE CONTRACTOR. THE CONTRACTOR IS RESPONSIBLE FOR RECORDING ANY CHANGES DURING CONSTRUCTION.